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RUBBER COVERED

3 OFF BAFFLES
SPACED AT 120

STAGE 1 F332 IMPELLER
WITH 3 BOLTED BLADES
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STAGE 1 IMPELLER BLADE
SIDE VIEW
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1. UNLESS OTHERWISE SPECIFIED, ALL IN TANK PARTS ARE RUBBER COVERED CARBON STEEL.
    ALL EXPOSED BLADE BOLTING AREAS TO BE RUBBER COVERED ON SITE.

2. TANK BAFFLES (BY OTHERS) QUANTITY 3 SPACED AT 120

3. STAGE 1 IMPELLER TYPE F332
    NUMBER OF BLADES 3-OFF (BOLTED CONSTRUCTION)
    BLADES BOLTED TO SHAFT HUB

4. MINIMUM TANK OPENING SIZE REQUIRED:  Ø 385mm (SEE LOWER SHAFT TOP VIEW)

5. MIXER MASS:                         (kg)
    SHAFT                                       116
    IMPELLERS                                  63
    TOTAL                                       179

6. BAFFLE LOAD = 0.564kN PER BAFFLE

    THE CALCULATED LOAD SHOULD BE CONSIDERED A POINT LOAD ACTING AT THE INNER
    EDGE OF THE BAFFLE, OPPOSITE THE IMPELLER LOAD.

    THE LOAD IS A LIVE LOAD AND AN ADDITIONAL FLUCTUATING COMPONENT SHOULD BE
    CONSIDERED ACTING THROUGH THE SAME POINT.

    THE MAGNITUDE OF THE FLUCTUATING COMPONENT SHOULD BE TAKEN AS 50% OF THE
    CALCULATED BAFFLE LOAD GIVEN ABOVE.

7. SHAFT COUPLING HARDWARE SUPPLIED BY AFROMIX
    TO BE FITTED AND TORQUED AS SPECIFIED IN INSTRUCTION MANUAL.

8. MIXER BASE TO MIXER MOUNTING BEAM HARDWARE SUPPLIED BY 'OTHERS' USE
    HIGH TENSILE HARDWARE, THE MIXER MUST REMAIN LEVEL TO AVOID
    DISTORTION AND CONSEQUENT MISALIGNMENT. CUSTOMER IS RESPONSIBLE FOR
    CORRECTLY SHIMMING BETWEEN MIXER BASE AND MOUNTING BEAMS.

 CLIENT  SUMINISTROS INDUSTRIALES AQP SAC
 PROJECT  NONE SPECIFIED
 TANK  COPPER FILTER FEED
 TAG No.  7000-AG-005
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